EXAMPLE
ROAD APPROACH
CONSTRUCTION SPECIFICATIONS

NOTES:
1. APPROACH PAVING = MINIMUM 2" COMPACTED DEPTH HOT MIX ASPHALT. OVER MINIMUM 2" COMPACTED DEPTH CRUSHED SURFACING TOP COURSE OR MINIMUM 6" REINFORCED CEMENT CONCRETE.
2. ALL PORTLAND CEMENT CONCRETE APPROACHES REQUIRE AN INSPECTION OF THE FORMS AND EXPANSION JOINT LOCATIONS PRIOR TO CONCRETE PLACEMENT. APPROACH FROGS AND SPANS MUST BE AT 90 DEGREES TO ROAD CENTERLINE BUT CAN VARY FROM 75 TO 105 DEGREES.
3. APPROACH SHOULDER IS TO BE CONCRETE OR ASPHALT WITH QUARRY SPALLS, MINIMUM 1/2" FOR ROADWAY AND 3/4" FOR APPROACH PLUS 5"
4. IF EXISTING ROAD SURFACE IS OTHER THAN ASPHALT CONCRETE, A LIFT MATERIAL MAY BE USED ON ROAD APPROACH.

Kitsap County Department of Community Development
614 Division Street, MS-36
Port Orchard, WA 98366-4682
www.kitsapgov.com/dcd/
Revision Date: 5/7/2018

Phone: (360) 337-5777
Form Number: 2113E
Email: help@kitsap1.com
Page 1 of 1